
Ref : 03 2017 74 U GB

www.verlinde.com

Range of manual and 
electric winches for loads 

from 150 to 10,000 kg

WINCHES

R A I S I N G  T H E  S T A N D A R D  O F  P E R F O R M A N C EN E X T  L E V E L  P A R T N E R S H I P
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Manual winch 
for loads from

150 and 300 kg

MT

The MT hand operated winches with planetary gearbox and drum release is an extension of 

ME/MV range. This winch may be used in flat position for indoor or outdoor various purpose 

like on trailers,  for lifting doors, opening of traps, masts.

> �A new generation, compact winch taking 
advantage of the qualities of composite materials 
and aluminium, especially their anti-corrosion 
properties.

> �Easy to wind. Planetary reducer in a sealed casing.
> �Automatic brake.
> �With stainless steel spring and pawls.
> �Clutchable, vacuum drum, associated with a failsafe 

system in the rope wind direction (patented).
> �Removable crank. Ergonomically and comfortably 

shaped crank grip.
> �Large rope release range (more than 250°).

Rope exits

Technical characteristics
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> �Maximal safety : 2 ratchets.

> �Bi material, ergonomically and comfortably 
shaped crank grip “soft touch” type.

> High level of safety on rope fixing.> Disengageable drum, no load only.

> Excelent Guidage of rope winding.

Load capacity (kg) Winding (m) Winch type MT Stainless steel and steel rope (mm)

150 24

*Fixation plate, spring and 
radchet in stainless steel.

4

150 inox* 24 4

300 8,5 5

300 inox* 8,5 5

Dimensions in mm.
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Endless screw 
winch and 

geared winch 
for loads from

250 to 3,000 kg

ME & MV

Winch type ME.

Model ME2 ME3 ME4 ME5 MV1 MV2 MV3 MV4 MV5 MV6

First layer lifting capacity (kg) 300 500 1,000 2,000 250 500 1,000 1,500 2,000 3,000

Total length of winding (m) 38 18 30 25 15 18 30 23 17 18,5

Maximum number of layers 6 4 4 3 4 4 4 3 2 2

Effort required on handle (daN) 12,5 19 14,5 16,5 11 14 14 14 14,5 15

Weight without cable (kg) 15 15 44 83 7,5 12 37,5 52 80 140

Max. and min. use temperature -20°C to +40°C

> Encased mechanical parts.
> Automatic brake.
> Adjustable and dismountable crank.
> �2 securing planes horizontal or vertical  

(according to model).
> �Highly rugged design, thanks to the 

exceptional rigidity of the frame.
> �Mechanical parts protected by 

cataphoresis.
> �Can be unclutched when off-load, whilst 

impossible to unclutch under load (except 
MV250).

Technical characteristics

Winch type MV.
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Capacity A B C D E F G H I J K ØL M N ØP Q R S T U V W X

300 kg 249 400 190 217 240 200 145 18 8 37 144 8Ø13 95 120 62 124 25 184 76 25 33 58 51

500 kg 249 400 190 217 240 200 145 18 8 37 144 8Ø13 95 120 62 124 25 184 76 25 33 58 51

1000 kg 410 485 305 300 340 370 - 20 10 32 236 4Ø17 145 200 103 180 35 - - - - 104 68

2000 kg 510 585 360 400 340 440 - 35 11 38 325 4Ø21 151 187 118 248 47 - - - - 267 191

Type ME (mm)

> ME type mechanism.
Gears have passed every type of 

breakage and endurance test.
Sprockets are machined to hold grease.

Ratchet brake with stainless steel 
spring has been proven the best 

system for this type of equipment.

> Releasable drum.
Except on 250 kg model,

MV winches feature a drum that can 
be disengaged with a small, easily 

accessible lever. 
 A safety mechanism prevents any 

declutching when the winch is loaded.

> Adjustment knob.
Conveniently captive knob adjusts 

crank tightness. Cannot get lost.

> MV type mechanism.
Wheel and worm gear have Gears have 

passed every type of breakage and 
endurance test fir maximum reliability.

Sprockets are machined to hold 
grease. Ratchet brake with 

stainless steel spring has been 
proven the best system for this 

type of equipment.

Orientation
Type A

Orientation
Type B

MV500 K

F

MV250

F

K

G

MV1000
MV1500
MV2000

K

F

MV3000 K

F

Orientation
type A

Orientation
type B

Orientation
Type A

Orientation
Type B

MV500 K

F

MV250

F

K

G

MV1000
MV1500
MV2000

K

F

MV3000 K

F

Orientation
type A

Orientation
type B

Type MV (mm)

Capacity Orientation
type A B C D E F G H I ØJ K L M N Ø P Q R S T U

250 kg A 140 307 135 142 206 130 95 25 14 4Ø11 100 240 84 73 50 100 21 40 35 190

500 kg A 162 325 166 175 233 112 - 30 15 4Ø13 130 240 105 82 62 124 25 40 40 217

1000 kg B 302 470 290 302 322 167 - 45 20 4Ø17 250 340 180 130 103 180 35 56 50 300

1500 kg B 350 518 330 330 370 200 - 50 25 4Ø21 250 340 194 162 105 220 39,5 58
123 50 350

2000 kg B 350 518 330 330 370 200 - 50 25 4Ø21 250 340 194 162 105 220 39,5 58
123 50 350

2000 kg B 356 520 390 390 420 260 - 39 25 4Ø21 295 340 224 171 121 262 45,5 60
125 50 400

3000 kg A 480 640 450 450 530 390 - 55 40 4Ø25 380 340 307 153 145 289 54,5 62
126 55 500
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Single phase 
electric winch
for loads from
150 to 500 kg

MR

Single-phase electric winch designed for lifting and traction simple, ideal to replace a manual 

winch, used in cases of occasional maintenance.

Type
Capacity 
at last 

layer (kg)

Capacity 
at first 

layer (kg)

Number 
of layers

Speed
at first layer

(m/min)

Speed at 
upper layer

(m/min)

Motor 
power 
 (kW)

Motor 
type  

Max cable 
length (m)

Weight 
(kg)

Rope 
diameter

(mm)

MR1 150 150 3 5,5 7 0,25 1 Ph – 230V 15 14 4

MR2 300 300 3 4,6 5,9 0,37 1 Ph – 230V 16 27 5

MR3 500 500 3 2,6 3,6 0,37 1 Ph – 230V 13,5 27 6

Type A B C Ø D Ø E F G

MR1 310 179 281 54 9 114 154

MR2 390 205 341 63,5 13 144 200

MR3 390 205 341 63,5 13 144 200

> �Limit switch very easy to adjust and extremely reliable.Dimensions en mm

> �Power supply  230 / 1 Ph / 50Hz.
> Electric cubicle.
> Limit switches as standard (2 steps).
> �IP 44 MR1 – IP 54 MR2 & 3.

> �Push button box with up/down button and 
emergency stop.

> 3 meter control cable.

Technical characteristics
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